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a b s t r a c t
The emergence and improvement of Additive Manufacturing technologies allow the fabrication of com-
plex shapes so far inconceivable. However, to produce those intricate geometries, support structures are
required. Besides wasting unnecessary material, these structures are consuming valuable production and
post-processing times. This paper proposes a new framework to optimize the geometry and topology of
inner and outer support structures. Starting from a uniform lattice structure filling both the inner and
outer areas to be supported, the approach removes a maximum number of beams so as to minimize the
volume of the support. Themost suited geometry for the initial lattice structure is defined at the beginning
considering the possibilities of the manufacturing technologies. Then, the pruning of the structure is
performed through a genetic algorithm, forwhich the control parameters values have been tuned through
a design of experiments. The proposed approach is validated on several test cases of various geometries,
containing both inner and outer areas to be supported. The generated support structures are compared to
the ones obtained by several state-of-the-art support structure strategies and are proved to have lower
material consumption.
© 2018 Elsevier Ltd. All rights reserved.
1. Introduction
Additive Manufacturing (AM) has taken a huge step towards
industrialization over the last few years, and the field is growing
rapidly [1]. This new family ofmanufacturing technologies enables
the production of complex shaped parts, impossible to produce
with traditional manufacturing processes. Thus, it plays a key
role in the emergence of the latest industrial revolution, Industry
4.0, that is encouraging the integration of intelligent production
systems and advanced information technologies [2]. As opposed
to subtractive manufacturing technologies, AM consists in joining
materials to make objects from 3D model data, usually layer upon
layer [3]. Thanks to this approach, geometries like lattice and
porous structures, organic structures generated by topological op-
timization [4], parts with intricate flow channels [5] are becoming
possible and easier to manufacture.
Despite the growing interest and the apparent ease of im-
plementation, the production of parts in additive manufacturing
requires some precautions. Indeed, with most AM technologies,
the addition of support structures is required to ensure the good
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production of a part. Support structures can fulfill three main
functions [6]: (i) sustain overhangs, bridges and islands; (ii) stiffen
the part to prevent distortions; (iii) dissipate heat from thermal
accumulation areas. An overhang corresponds to a surface forming
an angle with the horizontal plane inferior to a threshold value,
called overhang angle, usually considered equal to 45◦ [7]. A bridge
is a large overhanging area, generally horizontal, sustained at its
two end points. An island corresponds to a material volume that
will, at a certain building layer, be completely disconnected from
the rest of the part and from the building platform.
This paper primarily focuses on the sustainment function, i.e.
how overhanging areas can be sustained. The stiffening and dissi-
pation requirements are not directly tackled, but are discussed in
the conclusion. Support structures can be classified into two main
categories:
• removable support structures (also referred to as external or
outer support structures) are usually located in reachable
spaces around the part and are removed after the production,
during a post-processing phase. This type of support is widely
used.
• permanent support structures are included in the final part
to support internal cavities and unreachable areas after the
production. They are also known as internal or inner support
structures. This category is avoided as much as possible.
https://doi.org/10.1016/j.cad.2018.12.007
0010-4485/© 2018 Elsevier Ltd. All rights reserved.
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Fig. 1. Lattice support structures generated from a triangle mesh of the Stanford
Bunny using the proposed framework: full view (a) and cross-sectional view (b).
To minimize the need of support structures, some approaches
focus on generating self-supporting geometries [8]. However, in
most practical cases, it is not possible to eliminate all the overhang-
ing surfaces. The optimization of support structures thus repre-
sents a great financial stake for the industry. For removable support
structures, three characteristics can be optimized: volume, pro-
duction time and removability. The volume of a support structure
impacts the quantity of material fused during production. It also
affects the production time. However, the time spent to manufac-
ture the object also depends on the geometry of the support. This
is because the scan speed is not the same for all the areas of the
support, and usually the scan speed for the outline of a geometry
is lower than the one for the filling of that same geometry. Finally,
the ease of removal of a support decreases the finishing time, and
diminishes therefore the overall cost of the part. For permanent
support structures, by definition, only the volume and the produc-
tion time are to be minimized.
This article proposes a new framework for the optimization
of support structures, based on a discrete optimization of lattice
structures. Starting from a uniform lattice structure filling both the
inner and outer areas to be supported, the approach removes a
maximum number of beams so as to minimize the overall volume
of the external and internal supports (Fig. 1). The most suited
geometry for the initial lattice is defined at the beginning con-
sidering the possibilities of the manufacturing technologies. Its
topology is then optimized by pruning the lattice through a genetic
algorithm. Post-processing steps are finally performed to prepare
the model and make it ready for printing.
The contribution is threefold: (i) the volume of the generated
support structures is minimized, in order to reduce the overall
production cost of the part; (ii) the algorithm generates aperiodic
self-supporting tree-like structures, with no privileged direction,
making it optimal for future mechanical optimization and easily
removable during the finishing step; (iii) the framework imple-
ments a new methodology using a genetic algorithm to find a
solution to the Directed Steiner Tree (DST) problem associated to
the underlying lattice support structure optimization.
The paper is organized as follows. After an overview of the cur-
rent developments on support optimization (Section 2), Section 3
describes the proposed framework composed of several steps. The
problem of finding a lightweight lattice support structure is then
introduced together with the proposed genetic algorithm (GA)
used for its resolution (Section 4). The approach is then discussed
and validated on several test cases, and the best control parameters
are selected for each step according to the results of several exper-
imentations (Section 5). The results are compared with the ones
obtained by several state-of-the-art support structure strategies.
Section 6 ends this paper with conclusions and perspectives.
2. Related works
Support structures are essential for the good production of
parts. They prevent material from collapsing and reduce part de-
formation. However, they represent an important proportion of
the production cost (e.g. material volume, production time and
support removal time) and optimizing them is therefore essential.
Depending on the adopted technology, support structures do
not have the same role, and therefore the same geometries. Various
support structures geometries can be found in the literature. They
can be classified into four main categories: extruded patterns,
dually periodic patterns, triply periodic patterns and aperiodic
structures.
The extruded patterns consist in a 2D shape in the XY plane
repeated at each layer up to the part geometry. They are the most
common geometries because they can be easily generated and
manipulated. For example in Laser Beam Melting (LBM), Calig-
nano carries out a design of experiments to optimize perforated
blocks and lines supports with regard to part deformation, and
he also proposes an orientation optimization procedure as well
as a support optimization procedure [9]. Järvinen et al. optimize
part surface roughness and removability of tube and web ex-
truded structures by varying various parameters such as the thick-
ness [10]. Jhabvala et al. generate filled block support structures
with porous micro-structure, thanks to a pulsed laser, making
them easily removable [11]. Krol et al. developed a discrete op-
timization based on a Finite Element Analysis (FEA) model by
subdividing extruded crossing walls [12,13]. For the Fused Deposi-
tion Modeling (FDM) technology, Jin et al. propose a slice-based
algorithm to generate extruded plastic support structures [14]
and Huang et al. extend this method with a pixel-based algo-
rithm [15,16]. Crump et al. also filed a patent on the creation of an
interface between the part and the support structures to facilitate
the removal of the latter [17]. For the StereoLithography Apparatus
(SLA) technology, Quian et al. developed an algorithm projecting
overhanging areas onto the building platform to generate block-
like support structure [18]. Finally, for the Electron Beam Melting
(EBM) technology, Cheng et al. and Cooper et al. use contact-free
blocks placed underneath the overhanging areas to dissipate the
thermal energy induced by the process [19–21].
The dually periodic patterns consist in 3D complex shapes re-
peated according to a 2D pattern in the XY plane. For example
in LBM, Gan and Wong optimize tree-like geometries by varying
the repetition frequency in the XY plane and analyze for each
support structure thus generated its influence on the temperature
distribution during production, and on the surface roughness after
support removal [22]. In FDM, Boyard repeats a tree-like structure
under the overhanging areas to support plastic parts [23].
The triply periodic patterns consist in 3D complex shapes re-
peated in theX, Y and Z directions. For example, Hussein et al.make
use of minimal surface structures (like the Schwartz diamond or
the Schoen gyroid) to support a cantilever part [6,24], whereas
Cloots et al. stack parts on top of each other in the building chamber
by using lattice support structures [25]. In FDM, Li et al. vary the di-
ameter of lattice structure beams in order to create stiffer support
structures [26], whereas Lee et al. propose a voxel-based hollowing
method to create inner support structures [27]. In SLA, Swaelens
et al. filed a patent on the geometries of support structures, includ-
ing perforated crossing walls and lattice support structures [28].
The aperiodic support structure category gathers all the sup-
port geometries that do not present any repetition pattern. For
example in FDM, Mezzadri et al. generate organic support struc-
tures through a topology optimization of the support volume. On
their side, Schimdt et al. have developed an algorithm to generate
tree-like support structures [29]. This algorithm has latterly been
implemented in the free software Meshmixer, and will be com-
pared to the framework proposed in this article. Vanek et al. also
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generate tree-shaped support geometries by computing the inter-
section of cones placed under overhanging surfaces [30] whereas
Vaidya et al. repeat octahedral unit cells to achieve the same
goal [31]. Dumas et al. and Shen et al. also use the possibility
of FDM to create bridges (large overhanging areas sustained at
its two ends) to reduce support volume [32,33]. To support in-
ternal cavities, Mao et al. propose a hybrid approach combining
muscle fiber inspired structures and triply periodic structures to
optimize locally the strength-to-weight ratio of the part. Stava
et al. also support cavities by adding inner structures, and propose
a tetrahedron-based hollowing process to reduce the mechanical
loads on supports [34]. Finally, the internal support structures
can also be compared with the works on part hollowing of Wu
et al. [35], Lee et al. [36] Xie et al. [37].
Most of the previously mentioned works propose algorithms
to support all the overhanging surfaces but few take into account
the importance of minimizing the volume of the generated struc-
tures. Besides removing unnecessary beams and thus unnecessary
fused material, our framework operates on a pre-optimized lattice
structure whose geometry has the minimal volume to make it
manufacturable. In Section 5, the results generated by the pro-
posed framework are compared to the ones obtained by some of
the previously introduced state-of-the-art approaches.
Furthermore, many approaches are exploring extruded, dually
periodic and triply periodic structures but few focus on aperiodic
supports. However, the overhanging and thermo-mechanical con-
straints of a part supporting problem do not, most of the time, fol-
low any pattern. Therefore, the geometry of the support structures
should not a priori present any shape repetition. The framework
presented in this paper optimizes a lattice structure by removing
the unnecessary beams and therefore generates aperiodic tree-like
structures, presenting no repetition bias. Finally, working on such
a tree-like structure also contributes to ease the removal of the
external supports during the finishing step.
3. Overall framework
This section introduces the newoptimization framework devel-
oped to sustain part overhanging surfaces. As a reminder, an over-
hang corresponds to a surface forming an angle usually considered
inferior to 45◦ with the horizontal plane [7].
Basically, an overhanging surface is sustained if every point p0
of the surface is at a distance smaller than an overhang dis-
tance op (with p referring to process) from at least one other
point p1 with support material directly below it (p1 is therefore
necessarily on the border of the overhanging surface). The over-
hang distance op depends on the adopted AM technology, material
and print parameters. For example, with the FDM technology, the
overhang distance op can reach dozen of centimetres [32] (de-
pending on the material) whereas with the LBM technology, it is
considered that op ≃ 0.5 mm. This is illustrated in Fig. 2 wherein
green areas are sustained since they gather together points which
are close enough to existing support structures. At the opposite,
red zones correspond to unsustained areas far from any existing
support structure. The sustainment condition can be expressed as:
∀S ∈ OS(P),∀p0 ∈ S, ∃p1 ∈ SP(S) : ∥p0 − p1∥ ⩽ op (1)
where S corresponds to an overhanging surface, OS(P) is the set
of all the overhanging surfaces of a part P , and SP(S) is the set of
all the sustained points of S with support material directly below
them.
From this definition, it becomes straightforward that the use
of lattice structures is a good means to ensure the sustainment
condition while minimizing the support material to be used under
the overhanging surfaces. The principle of the proposed framework
Fig. 2. The sustainment condition: a partially (a) and a fully (b) sustained sur-
face. The unsustained areas are in red. (For interpretation of the references to color
in this figure legend, the reader is referred to the web version of this article.)
is to first generate such an initial lattice structure under the over-
hanging surfaces of a part, and then to remove from this lattice
the maximum number of beams, without however breaking the
sustainment condition. More precisely, the proposed framework is
composed of several steps illustrated in Fig. 3:
1. Initial lattice generation: starting from a watertight triangle
mesh composed of one or more oriented shells, a lattice
structurewith amanufacturable unit cell geometry is gener-
ated to support the inner and outer overhanging areas. This
lattice is obtained by repeating a parallelepipedic unit cell in
the three orthogonal directions of the 3D space, with three
constant repetition distances. In this paper, one specific unit
cell geometry is used, but any other self-supporting geome-
try could have been chosen. The adopted unit cell combines
a body-centered cubic (BCC) cell and five vertical beams,
located at each vertical edge and at the vertical axis of the
cube (Fig. 4).
It is defined by three parameters: a corresponds to the size
of the base, h to the height of the cell, and d to the diameter
of the beams. As a consequence, the maximum beam angle
αmax and the overhanging distance of the lattice oℓ (with ℓ
referring to lattice) can be easily computed. This latticemust
satisfy the sustainment condition (1) because the optimiza-
tion algorithm identifies the best sublattice of this initial
lattice. Thus, the sustainment condition for this specific unit
cell is oℓ ⩽ 2op which gives:
a ⩽ (d+ 2op)
√
2 (2)
The lattice is then trimmed to the part surface so that every
beam going through the part surface is cut short. Finally,
the parameters of the lattice are not considered as variables
of our lattice support structure discrete optimization. Thus,
the best values are selected in a preliminary step that is
discussed in Section 5.2.
2. Pre-processing: the variables and parameters of the opti-
mization problem are identified. The nodes of the lattice
connected to only one beam, also called ‘‘isolated nodes’’
with a valency of 1, are identified. Those nodes appear
because of the trimming of the lattice to the part sur-
face. Among the isolated nodes, the ones connected to an
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Fig. 3. The proposed optimization framework (example on the Standford Bunny external supports).
overhanging area are called sources and are the ones that
must be sustained. The other isolated nodes are called wells
and do not need to be sustained.
3. Pre-optimization: the variables of the optimization prob-
lem for which the value in the optimal solution can be
directly deduced are identified and removed from the set
of optimization variables, thus reducing the computation
time. For example, if a source node has only one outgo-
ing beam, this beam is needed in order to preserve the
sustainment constraint and is thus necessarily part of the
optimal solution. This beam is therefore directly added to
the solution beam set, the source is removed from the set of
variables, and the beam’s lower extremity is added to the set
of variables as a new source. Likewise, if one of the smallest
outgoing beams is directly connected to a well (i.e. its lower
extremity is a well), this beam is added to the solution beam
set and the source is removed from the set of variables.
4. Optimization: a Genetic Algorithm (GA) attempts to deter-
mine which sublattice of the initial lattice structure has the
smallest cumulated beam length while respecting the sus-
tainment constraint. In this step, the initial lattice structure
is pruned until the termination conditions are reached. This
algorithm is introduced in Section 4 and the method used to
tune its control parameters is discussed in Section 5.1.
5. Post-processing: once the sublattice is found (in the finite so-
lution set defined by the lattice structure), a post-processing
step is applied to even further reduce its length (in a dif-
ferent solution set, spatially continuous). The beam paths
between connection points (i.e. sources, wells and points of
valency greater than 2) are straightened by replacing each
beam path with a unique rectilinear beam between the two
associated connection points. Because of the initial lattice
topology, this added beam is assured to be self-sustained,
and will not generate any new overhanging area. Then, the
resulting lattice structure is triangulated using for instance
the approach of Chougrani et al. [38] which minimizes the
number of generated triangles before printing.
At the end of this optimization process, some preparation steps
are still required before printing. For example, the generated ge-
ometry is to be sliced and the printing parameters selected.
4. Solving the lattice support structure discrete optimization
(LS2 DO) problem
The lattice support structure optimization problem introduced
in the previous section is a discrete problem because the number
of potential solutions is finite. To to find a solution to this problem,
a Directed Acyclic Graph (DAG) is associated with the initial lattice
and a Genetic Algorithm (GA) is used to find the subgraph respect-
ing the sustainment constraints and with the smallest cumulated
beam length.
Fig. 4. The unit cell used in this paper.
4.1. Problem formalization
In this paper, a unique lattice graph G = (V , E) is associated
to a lattice L (defined as a set of interconnected beams) through
the following construction process. To each beam extremity of L is
associated a unique vertex v ∈ V (a junction node between several
beams being considered as the same unique extremity). Then, to
each beam of L is associated a unique edge e ∈ E connecting
the two vertices in V corresponding to the beam extremities. The
unicity of the lattice graph associated to a specific lattice can clearly
be deduced from the construction process. To each subgraph G′ of
G, a unique lattice can be constructed by removing all the beams of
L for which the corresponding edge of G is not in G′. Such a lattice
is called a sublattice of L.
An element of V is denoted vi with i ∈ {1, . . . , |V |}. Similarly,
a source vertex vSi is associated to a lattice source node, and a
well vertex vWi is associated to a lattice well node. Likewise, VS
represents the set of all the source vertices, and VW the set of all
the well vertices. For a vertex vi of V , out(vi) denotes the set of
outgoing edges of vi, and in(vi) denotes the set of incoming edges
of vi. Let us note outmax is themaximumnumber of outgoing beams
in the graph, i.e. outmax = maxi=1..|V |{|out(vi)|}. Let us also note
Vout is the set of all vertices in V with at least one outgoing edge:
Vout = {vi ∈ V : out(vi) ̸= ∅}. Because each edge is necessarily an
outgoing edge for one of its extremity vertex, the number of beams
of G can be written as:
|E| =
∑
v∈Vout
|out(v)| (3)
In the proposed approach, a lattice graph is oriented as fol-
lows. Each edge of the graph is oriented from its vertex correspond-
ing to the highest lattice node (in the Z direction, perpendicular
to the build platform) to the vertex corresponding to the lowest
lattice node. Furthermore, the lattice graph is weighted with a
function we : E → R which associates to each edge of the
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Fig. 5. Example of LS2DO problem on a 2D Stanford Bunny (left) and the weighted
directed acyclic graph (DAG) associated (right). (For interpretation of the references
to color in this figure legend, the reader is referred to theweb version of this article.)
lattice graph a cost value equal to the length of the corresponding
lattice beam. In this paper, the cost valuewe(ej) of an edge ej, with
j ∈ {1, . . . , |E|}, corresponds to the length of the corresponding
beam in the lattice. Consequently, the weight (or length in the
present case) w(G) of a lattice graph G = (V , E) is given by the
sum of all the costs of its edges.
The framework starts by generating a lattice structure L under
the overhanging areas (red borders on the 2D Stanford Bunny
of Fig. 5) and optimizes it by finding a sublattice of L with the
minimum cumulated beam length, that sustains all the identified
sources inVS . In terms of graph, the problem is to find a subgraphG
′
of the initial lattice graphG = (V , E) with theminimum costw(G′),
and which connects every source vertex in VS to at least one well
vertex in VW . The optimization problem (associated to the LS
2DO
problem) can therefore be defined as follows:
Minimize:
w(G′) =
|E′|∑
j=1
we(ej) (4a)
subject to:
G′ = (V ′, E ′) ∈ sub(G) with VS ⊂ V ′ (4b)
∀s ∈ VS, ∃w ∈ VW s.t. w ∈ V ′ and PG′ (s, w) ̸= ∅ (4c)
where sub(G) defines the set of all subgraphs of G and PG′ (s, w)
the set of all paths from s to w in G′. Fig. 5 shows the weighted
DAG associated to the LS2DO problem (in gray). Red vertices are
the sources, and blue vertices are the wells.
Now, if one connects all the well vertices to a new root vertex r ,
by simply adding a set of edges E˜ weighted with a 0 value (blue in
Fig. 5), the problem remains unchanged, but it can be formulated
as: ‘‘Find the tree T = (VT , ET ) in Gini = (V ∪ {r}, E ∪ E˜, we) with
theminimal costw(T ), rooted at r such that VS ⊂ VT ⊆ V ∪{r} and
ET ⊆ E ∪ E˜’’. Therefore in Fig. 5 the weights on the edges are equal
to the lengths of the beams in the lattice structure, except the blue
edges which all have a null weight and which are not associated to
any beam of the lattice structure.
One could notice the similarity between this problem and the
classical Spanning Tree (SpT) problem. However, this problem
differentiates itself from the rooted and directed version of the SpT
problem since only a subset of the graph vertices must be con-
nected to the root. Actually, the previous formulation corresponds
to the definition of the Directed Steiner Tree (DST) problem known
to be NP-hard [39,40]. Halperin et al. proved that, for any ϵ > 0,
there is no polynomial approximation algorithm within a log2−ϵ n
ratio, unless P = NP [41]. Thus, many subjects of research focus
on approximating the solution to the DST problem. For example,
Charikar et al. present an algorithm with an approximation ratio
of O(k2/3 log1/3 k), where k is the number of pairs of vertices to be
connected [42]. Zelikovsky also proposes an O(kϵ) -approximation
algorithm for any ϵ > 0 in the case of a DAG [43].
4.2. Resolution using a genetic algorithm
The resolution of the LS2DO problem is performed using a Ge-
netic Algorithm (GA) whose control parameters have been tuned
through a design of experiments. Genetic algorithms are meta-
heuristics. They are generic algorithms, adaptable to various kinds
of problems, and display a random nature. In this sense they are
non-deterministic algorithms. They are part of the larger fam-
ily of evolutionary algorithms. Actually, genetic algorithms, and
metaheuristics in general, have been successfully used in the past
and have proved their efficiency to find solutions to variants of
Steiner Tree problems [44–46], and to solve complex geometrical
or mechanical NP-hard problems [47–49].
A GA manipulates populations of chromosomes. Each chro-
mosome is a set of variables, called genes, encoding a potential
solution to a problem, i.e. a subgraph in the present case. The values
that can be taken by a particular gene are called alleles. To find an
approximate solution to the DST problem associated to the LS2DO
problem, two encoding approaches have been considered:
• the activation encoding (Fig. 6 left) is one of the simplest ways
to encode a subgraph into a chromosome. Here, a boolean
variable xi is associated to each edge ei in the set of edges
E of the initial graph, and these variables are concatenated
to form the so-called activation chromosome. The activation
chromosome thus contains |E| genes, each of which has two
possible alleles: 0 or 1. If xi = 0, then the edge ei is not
activated, else if xi = 1 it is activated. Every subgraph of a
graph can thus be encoded. For the specific LS2DO problem,
each subgraph of the initial one is not necessarily a solution
of the problem, i.e. there is not necessarily a path from each
source to at least a well as defined by Eq. (4c). Therefore,
a validation step needs to be executed in order to ensure
that Eq. (4c) is satisfied.. Let us note Cactivation is the set of
all the chromosomes defined by the activation encoding. The
number of potential solutions thus defined is therefore:
|Cactivation| = 2|E| = 2
∑
v∈Vout |out(v)| =
∏
v∈Vout
2|out(v)| (5)
• the switch node encoding (Fig. 6 right) is another way to en-
code a solution to the DST problem into a chromosome. Here,
a variable xi is associated to each vertex vi in the set Vout of
the initial graph, selecting the only outgoing edge in out(vi)
that will be activated if at least one incoming edge in in(vi)
is activated. The switch node chromosome thus contains |Vout |
genes, and the gene xi takes values in {1, . . . , |out(vi)|}. Let us
note Cswitch is the set of all the chromosomes defined by the
switch node encoding. The number of possible chromosomes
define by the switch node encoding is:
|Cswitch| =
∏
v∈Vout
|out(v)| (6)
In the 2D example of Fig. 6 (right), a maximum of three
values can be assigned to the genes xi, i.e. outmax = 3. If
xi = 1, then the oriented edge starting from vi and pointing
to the left is activated, else if xi = 2 then the one pointing
vertically downward is activated, else if xi = 3 the one
pointing to the right is activated. This encoding method can
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Fig. 6. The activation encoding (left), the switch node encoding (right) and the resulting 2D supports (center).
Table 1
Comparison of the number of chromosomes between the activation and the switch
node encoding strategies on the initial lattice structure of the 3D Standford Bunny
external supports (αmax = 45◦ , d = 0.5 mm and oℓ = 1 mm).
Encoding strategies
activation switch node
Before pre-optimization 1025652 1011912
After pre-optimization 1020149 109357
only encode subtrees of a graph because for each vertex vi,
only one outgoing edge in out(vi) can be activated. The set
of potential solution is, therefore, the set of all subtrees of
the initial graph rooted in r . Actually, since the solution to
the DST problem must be a tree rooted in r , the switch node
encoding is particularly adapted to to find a solution to the
LS2DO problem.
By comparing Eqs. (5) and (6), one can notice that the set of
all subtrees rooted in r is consistently smaller than the set of all
subgraphs. Therefore, the switch node encoding reduces greatly the
number of considered solutions. Considering a 3D lattice struc-
ture composed of basic cells as the one of Fig. 4, the variable xi
associated to a vertex vi of the initial graph can take 5 different
values corresponding to the 5 directions of the oriented edges
starting from vi and going down. Naturally, with another type of
unit cell, the values of the variables are to be changed. Table 1
gives an overview of the number of potential chromosomes for
each encoding strategy on the initial lattice support structure of the
3D Standford Bunny. Those values are computed from Eqs. (5) and
(6) with |Vout | = 17 043 before preoptimization, |Vout | = 13 387
after preoptimization and such that ∀v ∈ Vout , out(v) = 5.
It clearly reflects the importance of reducing the number of
potential solutions by selecting the appropriate encoding strategy
and by using a pre-optimization strategy (step 3 of the frame-
work). As a consequence, in this paper, the switch node encoding
has been adopted.
The execution of the GA is described in the flowchart of Fig. 7. At
first, an initial population of chromosomes is selected. Naturally,
the number of chromosomes is much smaller than the ones dis-
played in Table 1. In this paper, the initial population is chosen
randomly but it can be selected through a heuristic algorithm to
obtain good initial solutions. Then the so-called fitness of each
Fig. 7. Genetic algorithm flowchart.
initial chromosome is computed in parallel. The fitness of a chro-
mosome is directly equal to the sum of the weights associated
with the edges activated by that chromosome. Once each chro-
mosome is evaluated, a set of parent chromosomes is selected
in the initial population. Those parents are going to give birth
to the next generation of chromosomes, through crossovers and
mutations. However, all the selected parents are not giving birth
to children: each parent has a probability to be part of a crossover,
and a probability to mutate. Those probabilities are parameters of
the GA. Once the child chromosomes are created, their fitness is
once again computed. Some children are then selected to be rein-
serted into the previous population to form the next generation of
chromosomes. Finally, the GA checks if the termination conditions
are fulfilled: if so, the best chromosome of the last generation
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Table 2
Factors and their levels for the design of experiments parameterization.
Levels 0 1 2 3
Selection Elite Roulette wheel Stochastic universal sampling Tournament
Crossover One-Point Two-Points Uniform Three parents
Mutation Reverse Sequence Twors Uniform –
Reinsertion Elistist Uniform – –
MinSize 50 100 500 1000
Span (MaxSize-MinSize) 50 100 500 1000
Crossover probability 0.25 0.5 0.75 1
Mutation probability 0.01 0.1 0.3 0.5
is considered as the solution to the problem, and otherwise, the
evolutionary algorithm goes on with another generation created
through the previous steps.
Finally, the GA makes use of 4 operators: selection, crossover,
mutation and reinsertion. The GA also has 4 execution parameters
that influence the algorithm: minimal size of a population (Min-
Size), maximal size of a population (MaxSize), crossover probabil-
ity (CP) and mutation probability (MP). Thus, the GA is controlled
by 8 parameters forwhich the best valuesmust be selected in order
to find a solution to the LS2DO problem as efficiently as possi-
ble. The way the 8 control parameters are selected is explained in
the next section.
5. Experimentations and results
This section addresses the approach used to select the GA con-
trol parameters through a DoE, and the one used to identify the ini-
tial lattice structure parameters. The proposed framework is then
applied to several test cases and the generated support structures
are compared to the ones obtained with several state-of-the-art
approaches.
5.1. GA parameters selection
The GA adopted in the proposed framework has been imple-
mented through the GeneticSharp library [50], created by Gia-
comelli, and available on GitHub. Therefore, the levels for the 4
operators of our GA are the ones of this implementation. Table 2
lists the levels of the 8 parameters (4 operators plus 4 execution
parameters) controlling our GA: 6 parameters with 4 levels, 1
parameter with 3 levels and 1 parameter with 2 levels. A brief ex-
planation of each operator possible values is given in the following
paragraphs.
Selections: the so-called Elite selection is selecting only the
chromosomes with the best fitness values. For the Roulette Wheel
selection, the probability of a chromosome to be selected is the
ratio of its fitness over the sum of the fitness values of all the chro-
mosomes of the population. The Stochastic Universal Sampling is
a variation of the Roulette Wheel selection which ensures that
a chromosome with a 3.8% selection probability, for example, is
selected in practice 3 or 4 times out of a 100 (and not 0, 1 or 2
times which could happen with uncontrolled randomness). The
Tournament selection operator creates random pairs of chromo-
somes and discards for each pair the chromosome with the lowest
fitness value, until the population size fits the requirements.
Crossovers: for the One Point crossover operator, a swapping
gene index is randomly defined: all the genes before the swapping
index are derived from the first parent whereas the genes after
the swapping index are derived from the second parent. The Two
Points crossover presents the same mechanism, but with two
swapping points. With a Uniform crossover operator, each gene of
the child chromosome is independently selected from one parent
or the other, according to a mixing probability. For the Three
Parents crossover, each gene is also selected independently: if the
gene values of the first and second parents are equal, this value is
attributed to the child chromosome. Otherwise, the value of the
third chromosome gene is attributed.
Mutations:with the Reverse Sequencemutation, a portion of the
chromosome is flipped (the first gene of the portion becomes the
last and vice-versa). Tworsmutation exchanges the position of two
randomly chosen genes. With a Uniform mutation operator, the
value of a gene is randomly changed, each allele having the same
probability to be chosen.
Reinsertions: an Elitist reinsertion is reinserting only the chro-
mosomes with the best fitness values, whereas with a Uniform
reinsertion, the offspring are reinserted at random, with the same
probability for each chromosome.
5.1.1. Design of experiments set up
A design of experiments (DoE) has been carried out to deter-
mine which GA parameters are the most suited for the LS2DO
problem. The Taguchi tables method has been selected because it
offers a good trade-off between accuracy of the results and number
of different experiments to realize. According to the number of pa-
rameters and the number of levels for each parameter, the L32(2
1×
49) table has been selected. During the 32 experimentations, two
quantities have been observed to define the quality of the GA
parameterization: the length of the lattice structure associated to
the solution graph, and the computation time (i.e. time to return
a solution). The length of the lattice support structure can then be
converted into a volume once the diameter of the beams has been
set up.
Because of the random nature of the GA, the DoE can be biased:
one run of the GA with a certain set of parameters can produce
exceptional results compared to what it would produce most of
the time. In order to smooth this effect, for each set of parameters,
it has been decided to run the GA five times, to discard the two
extrema (the lowest and the highest measurements) of the two
observed quantities, and to analyze the effects of the set of param-
eters with the mean of the three remaining measurements, called
the trimmed response.
Finally, to set up the DoE, it is important to stress that the
LS2DO is a part-specific problem: from one part to another, the
initial lattice is different, so the evolution of the algorithm may
vary. Therefore, the identification of the best GA parameters has
been carried out on 3 parts containing more or less complex inner
and outer areas to be sustained: the Standford Bunny, an industrial
Stem and an industrial Turbine (Figs. 13–15). Those parameters
have then been used to run the GA algorithm on other parts which
have not been used during theDoE: theArmadillo andBird (Figs. 16
and 17).
5.1.2. Analysis of the DoE results
Following this DoE, the 32 experimentations have been run 5
times on the 3 parts. Fig. 8 compares the effects of the 3 DoE on the
length measurement whereas Fig. 9 compares the effects of the 3
DoE on the timemeasurement. As a reminder, the lengthmeasure-
ment is equal to the length of the corresponding lattice at the end of
a run of the GAwith a specific bundle of parameters. Therefore, the
objective of theDoE is to find out theparameterswhich are ideal for
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Fig. 8. Effect analysis of the DoE regarding the length of the solution.
Fig. 9. Effect analysis of the DoE regarding the computation time.
both the length and the computation time. For each parameter, the
most suited level is thus the onewith the smallest effect. The effect
of each level is computed as follows: it is the sum of the considered
measurement (length of returned solution or computation time) of
all the experiments for which the factor is set to the corresponding
level. Then, the effect of each level is normalized (by dividing it by
the mean of the considered measurement of all the experiments
of the DoE) to be able to compare the tendencies over all the test
cases.
For example, one can consider the DoE carried out on the Stem
part. For this DoE, 32 experiments have been repeated 5 times. For
each experiment, the repetitions with the lowest and the highest
lengths have been discarded, and the trimmed length response of
the experiment has been computed as the sum of the length of the
3 remaining repetitions divided by 3. Then, the trimmed length
response of all the experiments has been gathered in a table. To
compute, for instance, the effect of the Elitist level for the Selection
operator, the experiments for which the Selection operator is set
to Elitist are considered and the corresponding effect is computed
as the mean of these experiments trimmed length responses. Fi-
nally, this effect is divided by the mean of all the trimmed length
responses of the Stem DoE, giving 110.7% according to Fig. 8.
For the length measurement (Fig. 8), it can be noted that the
tendencies of the effects are globally similar over the 3 parts. For
the selection, crossover and reinsertion operators, the ideal levels
are identical for the 3 test cases (namely the Tournament, Uniform
and Elitist levels). For the mutation operator, the Reverse and the
Twors levels seemmore effective than the Uniform one. However,
between the two, none is better than the other on all the test
cases. Therefore, the Twors level has been arbitrarily selected. For
the MinSize parameter, the two highest levels (namely 500 and
1000) seem to be more efficient than the others, but the best
one is difficult to isolate. The same tendency can be noticed for
the Crossover Probability (with the 0.75 and 1 levels) and for the
Mutation Probability (with the 0.3 and 0.5 levels). For the Span
factor, the 500 level is better than the others for the Turbine and
the Stanford Bunny parts, but it returns a slightly longer solution
for the Stem part.
For the proposed framework, the length measurement is con-
sidered asmore important than the computation time, because the
latter should be negligible with regard to the production time of
the parts (especially in the case of series production). Therefore,
to select the best parameters, the most beneficial levels over the
length measurement have been selected, and for the conflicting
parameters, the level with the lowest time-consumption has been
chosen. Following this rule, the 8 control parameters values are
presented in Table 3. Thus, for the mutation operator, the time
consumption cannot help to decide between the Reverse and the
Twors levels. However, for the MinSize parameter, the 1000 level
clearly increases the computation time, so the 500 level will be
favored. Likewise, for the Crossover Probability, the 0.75 level will
be privileged over the 1 level, and for the Mutation Probability, the
0.3 level will be chosen over the 0.5 level. For the Span parameter,
the time-consumption graph comforts the preselection made.
Fig. 10 presents the evolution graph of the LS2DO on the Tur-
bine internal support, using the selected GA parameters levels of
Table 3. Each abscissa corresponds to a generation index. The blue
continuous line represents the evolution of the best chromosome
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Table 3
Selected levels of the GA parameters implemented
in our framework.
Parameters Selected levels
Selection Tournament
Crossover Uniform
Mutation Twors
Reinsertion Elitist
MinSize 500
Span (MaxSize-MinSize) 500
Crossover Probability 0.75
Mutation Probability 0.3
Fig. 10. Evolution graph of the GA on the Turbine internal support.
(with the lowest fitness) of the generation, whereas the red dotted
line represents the worst chromosome (with the highest fitness)
of the generation. The other chromosomes of the generation are
not represented but their fitnesses would lie between these two
values. The termination condition of the GA has been set arbitrarily
for this test case to 100 generations without evolution of the best
chromosome, but this value can be set manually by the user. It can
be seen that the fitnesses of the chromosomes of the generations
are converging over time to the same low value, indicating that
the GA is reaching the end of its search: this converging fitness is
probably close (or equal) to the optimal solution length.
5.2. Lattice parameters selection
As mentioned in Section 3, the parameters of the initial lattice
are not considered as variables of the optimization process. Thus,
those parameters have to be tuned before generating the initial
lattice and before solving the LS2DO problem using the GA. The
lattice structure parameters are as follows (Fig. 4):
• maximal beam angle αmax which corresponds to the maxi-
mal angle between a beam of the lattice and the horizontal
plane. It can vary between 45◦ and 90◦.
• beam diameter d whose value is constrained by the adopted
technology. For LBM technology, it can vary between 0.5 mm
(minimal beamdiameter that can bemanufactured) and+∞.
• unit cell parameter a corresponding to the repetition distance
of the unit cells in the X and Y directions. It is a lattice gener-
ation parameter, but it is not really a lever for action. Indeed,
the value of a must satisfy the sustainment condition (Eq.
(2)). This equationmakes a dependent of the beamdiameter d
and overhanging distance oℓ, the last two being independent
from each other. oℓ is therefore the true lever of action,
and has to be smaller than 1 mm (oℓ ⩽ 2op) for the LBM
technology.
According to Eq. (2), if the overhang distance oℓ decreases, the
unit cell parameter a decreases and the lattice structure becomes
denser. The main objective of the developed framework being to
minimize the volume of the lattice support structure, one can
Fig. 11. Volume of internal supports after optimization for the Stanford Bunny
according to the initial lattice beams diameter d.
Fig. 12. Volume of internal supports after optimization for the Stanford Bunny
according to the initial lattice maximal beam angle αmax .
Table 4
Most suitable lattice parameters values implemented in our
framework for the LBM technology.
Parameters Most suitable values
maximal beam angle (αmax) 45
◦
beam diameter (d) 0.5 mm
overhanging distance (oℓ) 1 mm
clearly understand that the optimal value for oℓ is the highest
possible.
However, increasing the value of the beam diameter d results
in a sparser lattice structure, but with thicker beams. Likewise,
changing the value of the maximal beam angle αmax will result in
a lattice with less but longer beams. Therefore, it is not obvious
that setting these initial lattice parameters to their lowest values
will minimize the volume of the lattice support structure solution
found by the GA. To clarify this point, some experimentations have
been carried out by varying the beam diameter d and the maximal
beam angle αmax on the internal support structure of the Stanford
Bunny. Figs. 11 and 12 present the results of these experimenta-
tions. As it can be seen in Fig. 11, a low beam diameter d induces
the lowest volume of the supports after optimization. Likewise, in
Fig. 12, a low maximal beam angle produces the lowest volume
for the supports after optimization. Therefore, the best values for
the d and αmax parameters of the initial lattice are the lowest
possible.
Following those rules, the three lattice parameters values have
been chosen equal to the commonly used lower limits of the
manufacturing constraints of the adopted printing technology. For
the LBM technology, the adopted parameters are summarized in
Table 4. This technology is the one used to print the Stem part of
Fig. 18 whose support structure has been generated following the
framework proposed in this paper.
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Fig. 13. Stem external supports generated by our framework (a), by Meshmixer (b), by SLA (c) and by SLM (d) support strategies.
Fig. 14. Turbine external supports generated by our framework (a), by Meshmixer
(b), by SLA (c) and by SLM (d) support strategies.
5.3. Results comparison
5.3.1. Volume comparison
To evaluate the interest of using lattice structures to support
overhanging areas, the internal support structures obtained by
using the proposed framework could be compared to thehollowing
methods proposed by [35–37]. However, since these approaches
consider other optimization criteria, i.e. taking into account me-
chanical resistance as well as part manipulation, this comparison
would not be fair.
Therefore, a more extended study has been performed to com-
pare the support structure generated by our genetic-algorithm
based frameworkwith the support structures obtainedby thework
of Schmidt et al., implemented in the free softwareMeshMixer [29]
and the ones generated by another software commonly used by
industry. For the latter, two supporting strategies are compared
to the proposed framework: one dedicated to generating support
structures for SLA technology, and the other one for SLM technol-
ogy. This comparison is done on the internal and external support
structures of the 3 test cases (Figs. 13–15). To remove the parts
from the building platform, they are positioned at a constant height
in order to enable a tool to cut the supports under them. It must be
noted that for the comparison, theMeshmixer and the SLA support
structures have been generatedwith the samediameter as the ones
generated with the proposed framework (d = 0.5 mm).
In addition to the three test cases used to select the GA pa-
rameters through the DoE, two other models provided by Vanek
et al. [30] have been supported with our framework, with Mesh-
mixer, andwith the SLA and the SLM strategies, in order to have an
independent comparison: the Standford Amarillo and a model of a
Bird. It must be mentioned that the overhang distance op used by
Vanek et al. is greater than the one used in this article, since the AM
technology considered is different (LBM in this article and FDM in
their case).
First, with the Meshmixer strategy, it can be noticed that some
supports are going around the part (under the chin of the Bunny
for example), avoiding to attach the base of the support to the
part. Likewise with the SLA support strategy, some support pillars
are directly connected to the build platform, whereas a sloping
connection to the part itself would decrease their volume. The ob-
jective is probably to avoid additional time-consuming part finish-
ing operation, on the junction surfaces. However, the consumption
of material, and thus the production time are greatly increased by
this choice.
The supports generated with the Meshmixer strategy are also
not rectilinear (and present a curly shape), unlike the supports
generated with the proposed framework. This is probably due to
the optimization strategy executed and must intuitively lead to a
degradation of the support mechanical strength.
Contrary to the proposed framework and the Meshmixer strat-
egy, the SLA strategy presents tree-like support structures with
vertical trunks: near the overhang surfaces, beams are highly clus-
terized but after a certain distance, no more beams reunion is
found, and the supports finish in a vertical pillar. It is thus less opti-
mized than the proposed framework and the Meshmixer strategy,
and the resulting structures have higher volumes.
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Fig. 15. Standford Bunny external supports generated by our framework (a), by Meshmixer (b), by SLA (c) and by SLM (d) support strategies.
Fig. 16. Armadillo external supports generated by our framework (a), by Meshmixer (b), by SLA strategy (c), by SLM strategy (d), and by Vanek et al. [30] (e).
Fig. 17. Bird external supports generated by our framework (a), by Meshmixer (b), by SLA strategy (c), by SLM strategy (d), and by Vanek et al. [30] (e).
Table 5
Volumes comparison between solutions obtained by the proposed framework and the support structures generated by the other strategies.
Stem supports Turbine supports Bunny supports Armadillo supports Bird supports
internal external internal external internal external external external
Volumes (in mm3)
LS2DO using GA 420 1300 45 3130 210 310 740 810
Schmidt et al. [29],
Meshmixer
460 1450 85 3450 245 390 750 1000
SLA strategy 565 1850 70 6990 300 400 940 2280
SLM strategy 630 3100 90 5760 380 470 1370 3650
Vanek et al. [30] N/A N/A N/A N/A N/A N/A 30* 20*
Volume reductions
LS2DO wrt Meshmixer −9% −10% −47% −9% −14% −21% −1% −23%
LS2DO wrt SLA strategy −26% −30% −36% −55% −30% −23% −27% −181%
LS2DO wrt SLM strategy −33% −58% −50% −46% −45% −34% −85% −351%
*with 10 µmwall thicknesses.
The SLM strategy is mentioned here because it is the main sup-
port strategy used with LBM technology. It consist of vertical thin
walls, perforated with rhombus shapes. The generated supports
are intuitively much denser than the tree-like support structure,
because they are also supposed to withstand the part residual
stresses. They are also more difficult to remove than the support
structures generated by the proposed LS2DO technique. However,
the comparison of the two gives an idea of the optimization range
for the support volume: the best trade-off between dense supports
to minimize the part deformation, and light supports only sustain-
ing the overhangs, should lie between supports generated by these
two strategies.
More precisely, Table 5 compares the volume of the supports
obtained by using our framework and the volume of the sup-
port structures generated by Meshmixer, by the SLM and the SLA
supporting strategies. It clearly shows that the proposed frame-
work enables the generation of the support structures with the
lowest volume. Table 5 also indicates the volume of the support
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Table 6
Computation times comparisonbetween solutions obtainedby theproposed frame-
work and the support structures generated by the other strategies.
Stem Turbine Bunny Armadillo Bird
supports supports supports supports supports
Computation times
LS2DO using GA 75 min 48 min 26 min 33 min 18 min
Schmidt et al. [29],
Meshmixer
30 min 154 min 21 min 76 min 83 min
SLA strategy 3 min 21 s 25 s 11 s 9 s 2 s
SLM strategy 1 min 10 s 3 min 5 s 20 s 11 s 4 s
Vanek et al. [30] N/A N/A N/A 161 min 80 min
structures provided by Vanek et al. [30] for the Amarillo and the
Bird models only, the code of Vanek et al. not being available (N/A)
to test it on the other examples. However, these structures present
wall thicknesses of approximatively 10 µm on their whole height,
which is technically unmanufacturable in LBM or in FDM at the
moment. Therefore, these volumes cannot be fairly compared to
the ones of the supports generated by our framework, and are
mentioned only on an indicative basis.
5.3.2. Time comparison
A comparison of the computation times required to gener-
ate the previously presented support structures is detailed in Ta-
ble 6. For the Stanford Bunny, the Stem and the Turbine parts,
these results include the times to generate both the internal and
the external support structures. The results of the LS2DO, the
Meshmixer, the SLA and the SLM strategies have been obtained
with an Intel R⃝CoreTM i7-4710HQ CPU at 2.50 GHz, with 16 GB of
RAM, and an Nvidia GeForce GTX 970MGPU. These characteristics
are similar to the ones used by Vanek et al. [30] to obtain their
support structures (mentioned in the last line of Table 6). There-
fore, the computation times can fairly be compared with respect
to hardware characteristics. It is also important to mention that,
with the actual implementation of the proposed framework, no
GPU computation is realized.
These results demonstrate that the software solutions used by
industry to generate support structures are the fastest (i.e. the
SLA and SLM strategies). Besides probably using GPU computing,
these large gaps can be explained by the fact that their result-
ing structures are less optimized than the ones proposed by the
other methods (as demonstrated by Table 5). However, it can be
noticed that the proposed framework is faster than the work of
Schmidt et al. [29] implemented in Meshmixer on some test cases,
but not on all of them. This might be explained by the fact that
their support structures are sometimes going around the part (as
detailed in Section 5.3.1): imposing such constraints requiresmore
computation and thus greater optimization times.
In comparison to the work of Vanek et al. [30], the presented
framework is faster. This could be due to the difference in the
nature of the two considered problems, the one identified in this
article being discrete, whereas the one solved by Vanek et al. being
continuous. Furthermore, the overhang distance used in theirwork
is greater than the one used here, because the AM technology
differs (LBM versus FDM). If they were using the same overhang
distance as the one used in this article, the number of connection
points on the overhang surfaces would be greater, and their op-
timization would take even more time to run. The comparison of
Table 6 is thus not completely fair, to our own disadvantage.
As a conclusion, besides generating support structures with
lower volumes, the proposed framework is also showing reduced
computation times in comparison to other state-of-the-art aca-
demic works. However, it is not yet competing with GPU-using
commercial software. Nevertheless, besides implementing GPU
computation, the proposed framework computation time could be
Fig. 18. The Stem test case printed in LBM and sawn in two to make internal
supports visible.
optimized by coupling the GA with a heuristic algorithm, or by
creating specific GA operators (for the Crossover or the Mutation
operator for example), more adapted to the specific LS2DO prob-
lem.
6. Conclusions and future works
In this paper, a new framework has been proposed to optimize
support structures for additive manufacturing. The aim of the
framework is to sustain all the overhanging areas of a part, leaving
aside the deformation and thermo-accumulation issues. To do so,
an initial manufacturable lattice structure is generated under the
overhanging areas. Then, a GA optimizes this lattice by removing
the maximum number of beams, while ensuring that all the areas
to support are still sustained. Naturally, working on such tree-
like structures also contributes to ease the removal of the external
supports during the finishing step.
This article has presented various results. The GA control pa-
rameters values the most suited for the LS2DO problem have been
selected through a DoE. The internal and external support struc-
tures of five test cases have been successfully generated and also
manufactured, and their volumes have been compared to the ones
of support structures generated by several other state-of-the-art
strategies, underlining the interest of the developed algorithm
in terms of volume optimization. Other approximation or meta-
heuristic algorithms could also be used to find an approximate
solution to the DST problem and compared to the GA presented
in this article. However, through the compared results, it has been
shown that using a GA to to find a solution to the LS2DO problem
performs already better than the traditional support generation
strategies. The computation times have also been compared, and
if commercial solutions perform faster but with less optimized
volumes, the proposed approach is faster than other academic
methods.
As a perspective for this research, the convergence of the GA
could be further improved. For example, a heuristic search could
be implemented in order to generate better initial populations, or a
quick local search could be done after each crossover andmutation,
in order to obtain better child chromosomes.
Furthermore, in order to decrease the computation time of
the GA, the various overhanging areas could be optimized by
stages: once a first quick optimization is completed, the over-
hanging areas with no common support structures (two disjoint
subgraphs) could be separated in various clusters, and each cluster
could be optimized again with a normal optimization. Because
each cluster would contain less overhanging areas and less initial
beams, their optimization would converge exponentially quicker,
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resulting in a reduced overall computation time. Naturally, such
a decomposition strategy could also benefit from an ad-hoc GPU
implementation.
In order to further improve the optimization of the support
structures, the objective function (that only includes the material
volume) could be extended, by taking into account the support
removal and finishing costs. However, these costs can be hard to
estimate because they depend onmany factors (e.g. the tools used,
the training of the operator).
Finally, because the deformation and thermal accumulation
problems have been left aside, the proposed framework is only a
first block in the wide area of support structure optimization. Its
coupling with thermo-mechanical optimization algorithms is of
interest in the future, in order to generate poly-functional support
structures, that can sustain overhangs, rigidify features subject to
deformation, and dissipate the thermal accumulation areas of any
additively manufactured part.
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